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Consumer Product Safety Commission § 1616.4

(ii) Packages. If the garments are sold 
in packages, the package must have a 
label as shown following this paragraph 
with the same language that would ap-
pear on the hangtag. The label must 
have a text box that measures 3⁄4 × 33⁄4. 
The text must be 11 point Arial/

Helvetica in black lettering against a 
yellow background. The packages must 
be prominently, conspicuously, and 
legibly labeled with the required mes-
sage. The package label may be adhe-
sive.

(11) Bears a label as shown following 
this paragraph stating ‘‘Wear Snug-fit-
ting, Not Flame Resistant.’’ The text 
must be printed on the front of the 
sizing label located on the center back 
of the garment and must be imme-
diately below the size designation. The 

text must be a minimum of 5 point 
sans serif font in all capital letters and 
must be set apart from other label text 
by a line border. The text must con-
trast with the background color of the 
label. The label must not be covered by 
any other label or tag.

[40 FR 59917, Dec. 30, 1975, as amended at 50 
FR 53307, Dec. 31, 1985; 61 FR 47646, Sept. 9, 
1996; 64 FR 2841, Jan. 19, 1999; 64 FR 34535, 
June 28, 1999; 64 FR 48705, Sept. 8, 1999; 64 FR 
61021, Nov. 9, 1999]

§ 1616.3 General requirements. 

(a) Summary of test method. Condi-
tioned specimens are suspended one at 
a time vertically in holders in a pre-
scribed cabinet and subjected to a 
standard flame along their bottom 
edges for a specified time under con-
trolled conditions. The char lengths 
are recorded. 

(b) Test criteria. The test criteria 
when the testing is done in accordance 
with § 1616.4 Sampling and acceptance 
procedures and § 1616.5 Test procedures 
are: 

(1) Average char length. The average 
char length of five specimens shall not 
exceed 17.8 cm. (7.0 in.). 

(2) Full-specimen burn. No individual 
specimen shall have a char length of 
25.4±0.5 cm. (10±0.2 in.). 

(c) Details of the number of speci-
mens which must meet the above test 
criteria for unit acceptance is specified 
in § 1616.4.

§ 1616.4 Sampling and acceptance pro-
cedures. 

(a) General. (1) The test criteria of 
§ 1616.3(b) shall be used in conjunction 
with the following fabric and garment 
sampling plan. The Consumer Product 
Safety Commission may consider and 
approve other sampling plans that pro-
vide at least the equivalent level of fire 
safety to the consumer, provided such 
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